Section 00000

Security Access and Surveillance

HD5 SERIES 5-INCH STATIONARY DOME CAMERA

PART 1 – GENERAL

The intent of this document is to specify the minimum criteria for the design, supply, installation, and commissioning of a High Resolution Day/Night (DN), High Resolution Color and High Resolution Wide Dynamic 5-inch line of stationary indoor dome cameras.
1.01 SUMMARY

A. The 5-inch stationary dome camera shall be ideal for discrete fixed camera surveillance where high quality video is a necessity. There are three models available:

HD5SD and HD5SDX: The general purpose High Resolution Day/Night (DN) indoor camera shall have a low light sensitivity of 0.3 lux / f1.5, 0.003 lux (SENS-UP X128) and a minimum 540 TV lines of resolution. The camera shall include advance Noise Reduction filters (DNR) to eliminate noise (fixed and random) at low light levels. The camera shall switch from color to monochrome automatically. A lens choice of 2.7 – 13.5mm varifocal or 5 – 50mm varifocal, either manual or auto iris, must be offered
HD5U and HD5UX: The general purpose High Resolution Wide Dynamic Indoor Fixed Mini Dome DSP Color Camera shall have a low light sensitivity of 0.4 lux and a minimum 540 TV lines of resolution. A lens choice of 2.7 – 13.5mm varifocal or 5 – 50mm varifocal, either manual or auto iris, must be offered

HD5CH and HD5CHX: The general purpose High Resolution Indoor Color Fixed Mini Dome DSP Color Camera shall have a low light sensitivity of 0.6 lux and a minimum 540 TV lines of resolution. A lens choice of 2.7 – 13.5mm varifocal or 5 – 50mm varifocal, either manual or auto iris, must be offered

1.02 REFERENCES

A. Conformity for Europe (CE)

B. Consultative Committee for International Radio (CCIR)

C. Electronic Industry Association (EIA)

D. Federal Communications Commission (FCC)

E. National Television System Committee (NTSC)

F. Phase Alternation by Line (PAL)

G. Underwriters Laboratories Inc. (UL)

1.03 DEFINITIONS

A. No Substitutes:  The exact make and model number identified in this specification shall be provided without exception.

B. Or Equal:  Any item may be substituted for the specified item provided that in every technical sense, the substituted item provides the same or better capability and functionality.

C. Or Approved Equal:  A substitute for the specified item may be offered for approval by the Owner.  The proposed substitution must, in every technical sense, provide the same or better capability and functionality as the specified item.  Such requests for approval shall be submitted in accordance with the provisions of PART 1.05 – SUBMITTALS, and must be obtained within the time frames outlined.

1.04 SYSTEM DESCRIPTION

1. The stationary dome camera shall be ideal for discrete fixed camera surveillance where high quality video is a necessity.  Each unit must package a high performance camera and full sized lens into a small, aesthetically pleasing 5-inch dome.

1.05 SUBMITTALS

A. General:  Submittals shall be made in accordance with the Conditions of the Contract and Submittal Procedures Section.

B. Shop Drawings and Schematics:  Shall depict the 5-inch Stationary Dome Camera in final proposed “as built” configuration.  The following must be provided:

1. Connection diagrams for interfacing equipment.

2. List of connected equipment.

3. Locations for all major equipment components to be installed under this specification.

C. Product Data:  The following shall be provided:

1. Technical data sheets.

2. A complete set of instruction manuals.

D. Quality Assurance Submittals:  The following shall be submitted:

1. Checkout Report:  The Contractor shall provide the Owner with a checkout report for each 5-inch Stationary Dome Camera.  The report shall include:

a. A complete list of every device.

b. The date it was tested, and by whom.

c. If retested, the date it was retested, and by whom.

d. The final test report shall indicate that every device was tested successfully.

2. Manufacturer’s Instructions:  The Contractor shall deliver TBD sets of System Operation and Maintenance Manuals (if available) to the Owner.

3. Notice of Completion:  When the final acceptance has been satisfactorily completed, the Owner shall issue a notice of completion to the Contractor.

1.06 QUALITY ASSURANCE

A. Manufacturer’s Qualifications:  The 5-inch Stationary Dome Camera manufacturer shall be the world’s largest and most experienced manufacturer of electronic security systems, with over seventy years of experience in the security industry.  The manufacturer shall provide 24/7 technical assistance and support via a toll-free telephone number at no extra charge.

1.07 DELIVERY, STORAGE, AND HANDLING

A. General:  Delivery, storage, and handling of the 5-inch Stationary Dome Camera shall be in accordance with the manufacturer’s recommendations.

B. Ordering:  The manufacturer’s ordering instructions and lead-time requirements must be followed in order to avoid installation delays.

C. Delivery:  The 5-inch Stationary Dome Camera shall be delivered in the manufacturer’s original, unopened, undamaged container with identification labels intact.

D. Storage and Protection:  The 5-inch Stationary Dome Camera shall be stored and protected from exposure to harmful weather conditions and at the environmental conditions recommended by the manufacturer.

1.08 PROJECT CONDITIONS

1.09 SEQUENCING

1.010 SCHEDULING

1.011 WARRANTY

A. General: The warranty period shall be a minimum of thirty-six (36) months from the manufacture date code under normal use and service.

1.012 MAINTENANCE

A. Preventative Maintenance Agreement during Warranty:  As a separate price item, the Contractor shall provide preventative maintenance during the warranty period.  Maintenance shall include, but not be limited to:

1. Labor and materials, at no additional cost, to repair the 5-inch Stationary Dome Camera.

2. Labor and materials, at no additional cost, to provide test and adjustments to the 5-inch Stationary Dome Camera.

3. Regular inspections.

B. Preventative Maintenance Agreement:  As a separate price item, the Contractor shall provide a complete Maintenance Agreement for a period of TBD months after the conclusion of the warranty period.  The Maintenance Agreement shall include, but not be limited to:

1. Labor and materials, at no additional cost, to repair the 5-inch Stationary Dome Camera.

2. Labor and materials, at no additional cost, to provide test and adjustments to the 5-inch Stationary Dome Camera.

3. Regular inspections.

1.013 TRAINING

A. Operator training shall be conducted for a minimum of TBD sessions, with a session length of TBD hours at the customer’s site.

B. Training shall include, but not be limited to the 5-inch Stationary Dome Camera operation and diagnostics.

PART 2 – PRODUCTS

2.01
MANUFACTURED UNITS

A. Model Number/Descriptions Table (not all model numbers are listed below, please see “Ordering Tree” to select the model of camera you require)
	HD5CC3DN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, Coax,  NTSC

	HD5CC2DN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Auto Iris Lens, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, Coax,  NTSC

	HD5CC6CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 5 – 50mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, Coax, NTSC

	HD5CC5CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 5 – 50mm Varifocal Auto Iris Lens,, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, Coax, NTSC

	HD5CC3CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, Black Trim Ring, Coax, NTSC

	HD5CT3DN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, UTP,  NTSC

	HD5CT2DN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Auto Iris Lens,, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, UTP,  NTSC

	HD5CT6CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 5 – 50mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, UTP,  NTSC

	HD5CT5CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 5 – 50mm Varifocal Auto Iris Lens,, 12VDC/24VAC, Smoked Lower Dome, White Trim Ring, UTP,  NTSC

	HD5CT3CN0
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 2.7 – 13.5mm Varifocal Manual Iris Lens, 12VDC/24VAC, Smoked Lower Dome, Black Trim Ring, UTP,  NTSC

	HD5CH
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 12VDC/24VAC, NTSC, does not include lower dome / trim ring 

	HD5SD
	1/3” High Resolution Fixed Mini Dome, Day/Night (DN)540 TVL, 12VDC/24VAC, NTSC, does not include lower dome / trim ring 

	HD5U
	1/3” High Resolution Fixed Mini Dome, Wide Dynamic, 540 TVL, 12VDC/24VAC, NTSC, does not include lower dome / trim ring or lens

	HD5CHTP
	1/3” High Resolution Fixed Mini Dome, 540 TVL, 12VDC/24VAC, NTSC, UTP, does not include lower dome / trim ring or lens

	HD5SDTP
	1/3” High Resolution Fixed Mini Dome, Day/Night (DN)540 TVL, 12VDC/24VAC, NTSC, UTP, does not include lower dome / trim ring or lens

	HD5UTP
	1/3” High Resolution Fixed Mini Dome, Wide Dynamic, 540 TVL, 12VDC/24VAC, NTSC, UTP,  does not include lower dome / trim ring or lens

	HD5TWH
	LOWER DOME,TINT WITH WHITE TRIM RING

	HD5TBL
	LOWER DOME,TINT WITH BLK TRIM RING

	HD5CWH
	LOWER DOME,CLEAR WITH WHITE TRIM RING

	HD5CBL
	LOWER DOME,CLEAR WITH BLK TRIM RING

	HD5-MK
	Flush Mounting Kit

	HD5-PK
	Pendant Mount Kit
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2.02 SYSTEM PERFORMANCE

A. The 5-inch Stationary Dome Camera shall include, as a minimum, the following features/functions/specifications:

1. The 5-inch Stationary Dome Camera must be protected by the most extensive support services in the industry, including Customer Service, Pre-Sales Applications Assistance, After-Sales Technical Assistance, access to Technical Online Support, and Online Training using web conferencing.

2. The 5-inch Stationary Dome Camera and its components shall be thoroughly tested before shipping from the manufacturer’s facility.

3. The 5-inch Stationary Dome Camera manufacturer must provide an online configurator, allowing the user to simply select the options required for the application to get the appropriate dome part number.

4. The 5-inch Stationary Dome Camera shall consist of a high performance camera and full sized lens in a small, aesthetically pleasing dome.

5. The 5-inch Stationary Dome Camera shall offer in-ceiling and pendant dome options with black or white trim ring finishes, and smoked or clear lower domes.  All domes must include an adjustable inner liner and a safety lanyard cable.

6. The 5-inch Stationary Dome Camera shall be available with a high resolution color camera or standard resolution black-and-white camera.  A lens choice of 2.7 – 13.5mm varifocal or 5 – 50mm varifocal, either manual or auto iris, must be offered.  The option of no camera/lens assembly must also be available.

7. The 5-inch Stationary Dome Camera shall offer an option for transmitting the video over category five (CAT 5) type cable to a compatible twisted pair receiver or coax type cable.
8. The 5-inch Stationary Dome Camera shall be the Honeywell HD5 Series or equivalent.

2.03 MECHANICAL SPECIFICATIONS

A. The 5-inch Stationary Dome Camera must have the following mechanical specifications:

1. In-Ceiling

a. Unit Dimensions (HxD)
4.87” x 6.65” (129mm x 169mm)

b. Unit Weight
1.0 lbs. (0.45 kg.)

2. Pendant

a. Unit Dimensions (HxD)
6.81” x 6.46” (173mm x 164mm)

b. Unit Weight
0.88 lbs. (0.4 kg.) max (camera and lower bubble only)
2.04 ELECTRICAL POWER REQUIREMENTS

A. The 5-inch Stationary Dome Camera must have the following electrical specifications:

1. Input Voltage
12VDC/24VAC
2. Power Consumption
3.5 Watts (max)

B. The HD5CH and HD5CHX 5-inch Stationary Dome High Resolution Color Camera shall have the following minimum specifications:

1. Image Sensor
1/3” Interline Transfer CCD (Sony)

2. Active Pixels
768H x 494V (NTSC), 752H x 582V (PAL)
3. Horizontal Resolution
540 TVL

4. Minimum Scene Illumination
0.6 lux (F1.3, 50 IRE)

5. Signal to Noise
50dB (AGC Off)

6. AGC
On/Off Selectable

7. White Balance
ATW/AWC Selectable

8. Backlight Compensation
Selectable

C. The HD5U and HD5UX 5-inch Stationary Dome High Resolution Wide Dynamic Camera shall have the following minimum specifications:

1. Image Sensor
1/3" CMOS WDR digital image device, 
progressive scan.
2. Active Pixels
520H x 540V – NTSC and PAL

3. Horizontal Resolution
540 TVL

4. Minimum Scene Illumination
0.3 lux (F1.3, 50 IRE)

5. Signal to Noise
50dB (AGC Off)

6. AGC
On/Off Selectable

7. White Balance
ATW/AWC Selectable

D. The HD5SD and HD5SDX 5-inch Stationary Dome High Resolution Camera Software Day/Night (SDN) shall have the following minimum specifications:

7. Image Sensor
1/3” Interline Transfer CCD (Sony)

8. Active Pixels
768H x 494V (NTSC), 752H x 582V (PAL)
9. Horizontal Resolution
540 TVL

10. Minimum Scene Illumination
0.3 lux (F1.3, 50 IRE) (Color),

0.03 lux (F1.3, 50 IRE) (B/W)
11. Signal to Noise
50dB (AGC Off)

12. AGC
On/Off Selectable

13. White Balance
ATW/AWC Selectable

14. Backlight Compensation
Selectable

2.05 ENVIRONMENTAL CONDITIONS

A. The 5-inch Stationary Dome Camera shall be designed to meet the following environmental conditions:

1. Operating Temperature
14° to 122° F (-10° to 50° C)

2. Operating Humidity
0% to 85%, non condensing

3. Emissions
FCC:  Part 15, Class A

CE:  EN50002
4. Immunity
CE:  EN50130-4
5. Safety
UL: UL60065, EU LVD 2006/95/EC
PART 3 – EXECUTION

3.01  EXAMINATION

A. Submission of a proposal confirms that the contract documents and site conditions are accepted without qualifications unless exceptions are specifically noted.

B. The site shall be visited on a regular basis to appraise ongoing progress of other trades and contractors, make allowances for all ongoing work, and coordinate the requirements of this contract in a timely manner.

C. The 5-inch Stationary Dome Camera must be inspected before installation, and shall be free of any cosmetic defects or damage.

3.02  PREPARATION

A. Prior to installation, the 5-inch Stationary Dome Camera shall be configured and tested in accordance with the manufacturer’s instructions.

3.03  INSTALLATION

A. The 5-inch Stationary Dome Camera must be installed, programmed, and tested in accordance with the manufacturer’s instructions.

1. In order to ensure a complete, functional 5-inch Stationary Dome Camera, for bidding purposes, where information is not available from the Owner upon request, the worst-case condition shall be assumed.

2. Interfaces shall be coordinated with the Owner’s representative, where appropriate.

3. All necessary backboxes, racks, connectors, supports, conduit, cable, and wire must be furnished and installed to provide a complete and reliable 5-inch Stationary Dome Camera installation.  Exact location of all boxes, conduit, and wiring runs shall be presented to the Owner for approval in advance of any installation.

4. All conduit, cable, and wire shall be installed parallel and square with building lines, including raised floor areas.  Conduit fill shall not exceed forty percent (40%).  All wires shall be gathered and tied up to create an orderly installation.

3.04  TESTING AND CERTIFICATION

A. The Contractor shall demonstrate the functionality of the 5-inch Stationary Dome Camera upon completion of installation, documenting the result of all tests and providing these results to the Owner.  The 5-inch Stationary Dome Camera shall be tested in accordance with the following:

1. The Contractor shall conduct a complete inspection and test of all installed 5-inch Stationary Dome Camera equipment.  This includes testing and verifying operation with connected equipment.

2. The Contractor shall provide staff to test all devices and all operational features of the system for witness by the Owner’s representative and the Authority Having jurisdiction.  All testing must be witnessed by the Owner’s representative, prior to acceptance.

3. The testing and certification shall take place as follows:

a. The 5-inch Stationary Dome Camera shall be tested in conjunction with the manufacturer’s representative.

b. All deficiencies noted in the above test shall be corrected.

c. Test results shall be submitted to the consultant or Owner’s representative.

d. The test and correction of any deficiencies shall be witnessed by the owner’s representative, and note.

e. The Owner’s representative shall accept the system.

f. The system test shall be witnessed by the Authority Having Jurisdiction.  Any deficiencies noted during the testing must be corrected.

4. A letter of certification shall be provided to indicate that the tests have been performed, and all devices are operational.

END OF SECTION

Brief Specification

The 5-inch Stationary Fixed Dome Camera manufacturer must provide an online configurator, allowing the user to simply select the options required for the application to get the appropriate dome part number.  The 5-inch Stationary Dome Camera shall consist of a high performance camera and full sized lens in a small, aesthetically pleasing dome.  The 5-inch Stationary Dome Camera shall offer in-ceiling and pendant dome options with black or white trim ring finishes, and smoked or clear lower domes.  All domes must include an adjustable inner liner and a safety lanyard cable. 
The HD5CH High Resolution camera shall utilize a 1/3-inch CCD, using HAD™ technology with a minimum horizontal resolution of 540 TVL (NTSC and PAL).  The color camera must provide sharp, detailed images down to 0.6 lux color (F1.3, 50 IRE). The camera shall have a signal-to-noise ratio 50dB.  
The HD5U High Resolution Wide Dynamic camera shall utilize a 1/3-inch digital image device, with a minimum horizontal resolution of 540 TVL (NTSC and PAL).  The color camera must provide sharp, detailed images down to 0.4 lux color (F1.3, 50 IRE). The camera shall have a signal-to-noise ratio 50dB
The HD5SD High Resolution Day/Night (D/N) camera shall utilize a 1/3-inch CCD, using HAD™ technology with a minimum horizontal resolution of 540 TVL (NTSC and PAL).  The color camera must provide sharp, detailed images down to 0.3 lux / f1.5, 0.003 lux (SENS-UP X128) and a minimum 540 TV lines of resolution. The camera shall have a signal-to-noise ratio 50dB
The HD5 Stationary Fixed Dome camera shall include a switching 12 VDC/24 VAC power supply.  The camera must have the ability to synchronize the video output to the AC power input so that all cameras on the system may be synchronized to the same point on the AC supply.  In order to sync cameras on different phases, a phase adjustment control shall be provided.  The camera must also include internal synchronization capabilities.  The power consumption of the HD5 Fixed Dome camera shall be no more than 3.5 watts.  

A lens choice of 2.7 – 13.5mm varifocal or 5 – 50mm varifocal, either manual or auto iris must be offered.  The 5-inch Stationary Dome Camera shall offer an option for transmitting the video over category five (CAT 5) type cable to a compatible twisted pair receiver or coax over RG59 or RG6 type cable.  

Lower bubble choices are as follows: Smoke Bubble with White Trim Ring, Smoke Bubble with Black Trim Ring, Clear Bubble with White Trim Ring and Clear Bubble with Black Trim Ring. 
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