Release Notes – ACUIX™ PTZ Dome Scan Application V3.3
Honeywell Security Group

Subject:     
ACUIX PTZ Dome Scan Application Firmware Release 3.3
Date:         
December 9, 2009
Firmware:
ACUIX_Scan_Application_vxWorks_3_3.ngd 

ACUIX_FPGA_application_2v9.ngd
Note: The FPGA application has been released previously. It should only be upgraded if the ACUIX Scan has a version of FPGA firmware earlier than v2.9. The loader tool will notify the user what version of firmware is installed.
Products Affected

ACUIX Analog: 
HDXxxxAxx  = where x can be various digits as per below.

Please note: This release is for analog PTZ domes and scans only. Upgrade of ACUIX IP PTZs uses different firmware and firmware loader tool.
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This updated firmware is an enhancement to Honeywell’s current dome offering. For sites that have satisfactorily installed ACUIX to their operational requirement, no update is required. 
All new ACUIX analog PTZ products will be supplied with version 3.3 firmware. Changes from version 3.0 include:
· Hitachi 654R backlight compensation issue fixed

· Alarm functionality modified 

(1) Alarm auto acknowledge 

(2) Alarm overwrite

(3) Day and night control
(4) Manual alarm acknowledge

(5) Alarm message display

· Diagnostics menu modified 

(1) Run time display which includes pan, tilt, zoom and focus

(2) Operational diagnostics
· Camera block firmware version is displayed in #75 preset menu - firmware option
· In Sony camera the WDR feature is disabled when camera enters DSS
· Pan offset feature is password protected
Note: When alarm is configured for day/night mode, the auto acknowledge time and alarm messages are not applicable. 

Installation Procedure

The firmware can be installed in the ACUIX analog PTZ domes using the ACUIX analog Ethernet firmware downloader available at https://www.honeywellvideo.com/support/downloads/index.html.
It is important to note that the cable between the ACUIX analog dome and the PC running the ACUIX analog Ethernet firmware downloader must be an Ethernet crossover cable. Further information regarding an Ethernet crossover cable can be found at http://en.wikipedia.org/wiki/Ethernet_crossover_cable.
Loader Tool and Software Versions

It is recommend that version ACUIX_analog_downloader_1v1 (or newer) of the loader tool be used to update the software in the ACUIX PTZ dome. The loader tool reports the release level of three different pieces of firmware and allows users to update up to two different pieces of firmware in the ACUIX PTZ dome.

· Dome Application 
(reports current version and allows user to upgrade to new version)

· FPGA Bit File 
(reports current version and allows user to upgrade to new version)

· BSP Firmware
(only reports current version)

Dome Application v3.3 must be used with FPGA bit file v2.9. If the dome in question does not have version v2.9 then the FPGA bit file must also be updated. The BSP firmware does not need to be updated.

Using ACUIX_analog_downloader_1v1 tool you can load the firmware once. If you need to reload the firmware again then you must power cycle the dome once.

Loader Tool PC Operating System Compatibility

The loader tool must be installed on a PC running Microsoft Windows XP SP3 and Windows 2000.  Other operating systems are not supported at this time.
Page 2 of 2

ACUIX PTZ Dome Camera Firmware Release 3.3

