Release Notes
Honeywell Security Group

Subject:     
ACUIX™ IP Firmware Release V1.5.6
Date:         
March 19, 2010
Firmware:
ACUIX_1_5_6.hex (This will also update camera scan firmware to version 3.5.)
Products Affected
ACUIX IP:  HDXxxxDxx = where x can be various digits as per below.
Please note: This release is for IP PTZs. Upgrade of ACUIX IP PTZs uses different firmware and a different firmware loader tool than analog PTZs.
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This updated firmware is an enhancement to Honeywell’s current IP camera offering. For sites that have satisfactorily installed ACUIX to their operational requirement, no update is required. When an upgrade is performed on an IP PTZ, dome configurations will be lost and must be restored manually.

All new ACUIX IP PTZ products will be supplied with version ACUIX_1_5_6.hex firmware. The change from version 1.5.2 includes:

· Improvements made in network communication protocols such as RTSP, TCP/IP and UDP/IP communication
· Improvements made in communication with respect to Honeywell’s IP adapter, Honeywell’s Active-X and third party integrators
· More logs added in firmware to assist with troubleshooting
Installation Procedure

This firmware can be installed using the IP Utility Version 1.0.1.26 available at: https://www.honeywellvideo.com/support/downloads/index.html.
The SW5-8 dip switch must be in the ON position as shipped from factory. Please set the protocol and baud rate-related DIP switches to the protocol being used in the site (i.e., if ACUIX IP should operate in VCL mode, make dip switches for VCL protocol settings):
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It is important to note that if the PC running the IP utility is directly connecting to a camera, the cable must be an Ethernet crossover cable. Further information regarding an Ethernet crossover cable can be found at: http://en.wikipedia.org/wiki/Ethernet_crossover_cable.
IP Utility and Software Versions
It is recommend that IP Utility Version 1.0.1.26 (or newer) be used to update the software in the target cameras. Version 1.0.1.26 of the IP Utility now supports the full suite of EQUIP® products and is more robust than the previous versions.
PC Operating System Compatibility

The loader tool must be installed on a PC running Microsoft Windows XP and Windows 2000. Other operating systems are not supported at this time.
System Compatibility

ACUIX IP V1.5.6 firmware has been tested with the following:

· DVM adapter

1.01.24 for DVM R300, MAXPRO VMS R140 SP2 

