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Products Affected
HCS554IP(X)
This updated firmware is an enhancement to Honeywell’s current IP camera offering. For sites that have satisfactorily installed these cameras to their operational requirement, no update is required. 
All new HCS554IP cameras will be supplied with version 5.4.2 firmware. The new firmware features and enhancements are described below:
	New Benefit
	Function of New Feature

	De-interlace support at camera and adapter in 4CIF resolution
	Improves the overall video quality when motion is present in scene. De-interlacing filter has been introduced at the camera and at the IP Adapter. Web client supports enable and disable of de-interlacing features. 

	IP Utility - supports batch f/w upgrade
	User can select a group of cameras, and then perform sequential upgrade without additional user. Previously users had to manual connect and disconnect each device.

	Increased range of compression ratios supported

	User has a choice of five compression ratios versus three that were supported previously. Compression ratio has replaced picture quality. Selecting maximum compression ratio will provide good video quality, but selecting minimum low compression ratio will provide highest video quality.


This is opposite the thinking of previous releases where “picture quality” was used. It is now consistent with MAXPRO VMS terminology. The table below shows the relationship between new compression ratio and picture quality:
	Picture Quality (<=EQUIP 2.1)
	Compression Ratio (EQUIP 2.2)

	Best
	Minimum

	
	Low

	Better
	Medium

	
	High

	Good
	Maximum


Issues That Have Been Addressed

· Jagged edges and blurring within a moving image

· Only able to upgrade the firmware one camera at a time 

· Camera picture quality setting in WebUI is not in sync with MAXPRO VMS settings

Installation Procedure

This firmware can be installed using the IP Utility version 1.0.1.20 available at https://www.honeywellvideo.com/support/downloads/index.html.
It is important to note that if the PC running the IP utility is directly connecting to a camera, the cable must be an Ethernet crossover cable. Further information regarding an Ethernet crossover cable can be found at 
http://en.wikipedia.org/wiki/Ethernet_crossover_cable.
IP Utility and Software Versions
It is recommend that IP Utility Version 1.0.1.20 (or newer) be used to update the software in the target cameras. Version 1.0.1.20 of the IP utility now supports the full suite of EQUIP products and is more robust than the previous versions.
PC Operating System Compatibility

The loader tool must be installed on a PC running Microsoft Windows XP and Windows 2000. Other operating systems are not supported at this time.
System Compatibility

HCS554IP V5.4.2 firmware has been tested with the following:
· DVM adapter

1.01.24  for DVM R300, MAXPRO VMS R140 SP2 
· Fusion 
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