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HD3MDIP(X) is an indoor high resolution True/Day Night IP Dome Camera.  It is available in two models HD43MDIP (NTSC) and HD3MDIPX (PAL). 

It supports the following features: 

· Dual Stream: MPEG4, MJPEG
· 720p (1280 x 720) resolution
· 30fps (25 fps PAL) progressive scan

· Video Analytics: Video Motion Detection (VMD) and Camera Sabotage Detection (CSD)
· Bi Directional Audio

· Local Analog Video Out – Aim and Focus

Product Firmware:
Two firmware files are supported based on product type

HD3MDIP – NTSC model supports HD3MDIP_V7.0.6.hex 

HD3MDIPX – PAL model supports HD3MDIPX_V7.0.6.hex 

To upgrade products to latest released firmware, please use Honeywell IP Utility - available at http://www.honeywellvideo.com/support/downloads/downloads_cam.html)
HD3MDIP(X) models are supported by IP Utility Version 1.0.1.26. 
System Compatibility
HD3MDIP(X) has been tested with the following:

· Enterprise NVR Series

v5.75 buuld 17 or higher

· MAXPRO VMS/IP Engine

vR200 or higher

· DVM adapter



DVMR300 

· Fusion IV



v4.0.5501 or higher

IP Utility and PC Operating System Compatibility

The Honeywell IP Utility is a software application that is installed from a CD or downloaded from the Honeywell website http://www.honeywellvideo.com/support/downloads/downloads_cam.html). 

It is installed on a local workstation and is primarily used by Administrators to configure and upgrade the EQUIP Series of products residing on an IP network.

IP Utility must be installed on a PC running Microsoft Windows XP and Windows 2003.  Other operating systems are not supported at this time.
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