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The Honeywell IP Utility is a software application that is installed from a CD or downloaded from the Honeywell website (http://www.honeywellvideo.com/support/downloads/downloads_cam.html). It is installed on a local workstation and is primarily used by Administrators to configure the EQUIP Series of products residing on an IP network.
The IP Utility enables users to:

· Discover device(s) on a network
· Configure the IP network settings, name device(s), upgrade firmware and change passwords

· Open individual Web-Client applications for each discovered device
Changes from Previous Version
· Add support for new IP camera model:  HD3MDIP(X)  
PC Operating System Compatibility
The Honeywell IP Utility must be installed on a PC running Microsoft Windows XP and Windows 2003.  Other operating systems are not supported at this time.

Firmware Compatibility
IP utility version 1.0.1.26  is compatible  with following EQUIP products:
· HD4DIP Firmware V4.4.8 (or earlier)
· HCD554 Firmware V5.4.5 (or earlier)
· HCS554 Firmware V5.4.5 (or earlier)
· HNVE-1 Firmware V6.3.5 (or earlier)
· HD3MDIP Firmware V7.0.6
Installation and Operation

1. Navigate to http://www.honeywellvideo.com/support/downloads/downloads_cam.html and download Honeywell IP Utility_Version_1.0.1.26.zip
2. Unzip file Honeywell IP Utility_Version_1.0.1.26.zip and locate Honeywell IP Utility Setup.exe (Alternatively insert CD which was delivered with the IP device and use Windows Explorer to navigate and double-click Honeywell IP Utility Setup.exe)
3. Open the Honeywell IP Utility InstallShield Wizard and follow the instructions.

4. The previous versions of IP utility if already present will be upgraded. 
5. While installing, it will ask for Bonjour installation. If Bonjour is not installed on your machine, press Yes to Install. The previous versions of IP utility if already present will be overwritten.
6. After completion a short cut for the “Honeywell IP Utility” will appear on the desktop.
7. Double click on it. It will prompt for login. Select User Name as “Administrator”/“Guest” and enter the password as “1234”/“guest” (default password).
8. The Honeywell IP Utility main screen will appear and list the discovered devices in the left pane.
9. Select a device to connect to and click on the connect button to get the device details.
10. Use the User tab screen to change the admin/guest login details.
11. Use the launch browser button to open the Web client for the device.
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